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SILT FENCE NOTES:

SILT FENCE SHALL CONFORM TO THE FOLLOWING:

A. CONSTRUCT BEFORE UPSLOPE LAND DISTURBANCE BEGINS AS CLOSE TO
THE CONTOUR AS POSSIBLE.

B. CONSTRUCT EACH END UPSLOPE TO HIGHER ELEVATION.

C. ANY VEGETATION REMOVED WITH 5" UPSLOPE OF FENCE SHALL BE
REESTABLISHED WITHIN 7 DAYS,

D. MINIMUM HEIGHT — 18" ABOVE ORIGINAL GRADE.

E. INSTALL N B" DEEP X 47 WIDE UNIFORM TRENCH. PLACE WITH DOWNSLOPE
SIDE OF STAKES ON GEOTEXTILE WITH 8" CLOTH BELOW GRADE. BACKFILL AND
COMPACT TRENCH. :
F. STAPLE FILTER MATERIAL TO STAKES AND EXTEND INTO TRENCH,

G. OVERLAP SEAMS OF FENCE SECTIONS WITH £ND STAKES BEFORE DRIVING INTO
GROUND.

H. FENCE POSTS SHALL BE 2X2 HARDWOQOD, 32" LONG (MIN)Y AT 10" SPACINGS
MAX).

s(, BA%KFiLL AND COMPACT THE EXCAVATED FliL. J. SILT FENCE SHALL MEET:
—1. GRAB TENSILE STRENGTH — 80 LB. (MIN) (ASTM D 1682)

—2. MULLEN BURST STRENGTH — 180 PSL (MIN) (ASTM D 3788)

—3. SLURRY FLOW RATE — 0.3 GAL/MIN/SQ FT (MAX)

4, EQUIVALENT OPENING SIZE ~ 40-80 (US STD. SEIVE CW~02215)

~5. UTRAVIOLET RADIATION STABILITY — 80
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THIS PLAT REPRESENTS A SURVEY WHICH MEETS THE MINIMUM STANDARDS
FOR A BOUNDARY SURVEY IN THE STATE OF OHIO AS SPECIFIED IN THE
ADMINISTRATIVE CODE CHAPTER 4733-37.

SURVEYED ON 14th DAY OF APRIL, 2010 BY GUTOSKEY AND ASSOC., INC. °
UNDER THE SUPERVISION OF JOSEPH GUTOSKEY, P.S. NO. 7567. ALL PENS
SHOWN WERE EITHER FOUND OR SET, AS NOTED. :

l, THE UNDERSIGNED, HEREBY DECLARE THAT THE TOPOGRAPHY SHOWN
HEREON, INDICATED BY ONE FOOT CONTOURS AND ELEVATIONS, REPRESENTS
AN ACTUAL FIELD TOPOGRAPHIC SURVEY MADE UNDER MY SUPERMVISION ON
THE 14th DAY OF APRIL, 2010 AND THAT THE ELEVATIONS SHOWN WERE
TAKEN AT APPROPRIATE INTERVALS AND THAT AS OF THAT DATE THEY
EXISTED AS INDICATED HEREON.

| ALSO DECLARE THAT THIS SEWAGE SYSTEM DESIGN MEETS THE MINIMUM
REQUIREMENTS ESTABLISHED BY THE LCGHD IN THE HSTS GUIDANCE MANUAL,
ANE} THE REQUIREMENTS AND RECOMMENDATIONS OF THE SYSTEM
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LIMIT OF DISTURBANCE: AS SHOWN ON PLA-N

® 5/8” IRON PIN FOUND
iD. GUTOSKEY PS 7567

SCREEN BARRIERS

'20TH CENTURY CONSTRUCTION

S/L 11
CHAPIN LEDGES SUBDIVISION

KIRTLAND ~ COUNTY OF LAKE, OHIO

COMPLETED WITHIN 30 DAYS OF COMPLETION'

TEMPORARY
CONSTRUCTION
DRIVE

CURVE TABLE

BEARING.

N3G 27 24"

1.110.23'

( IN FEET )
I iach = 30 fu

W% e oy

§OJOSERH %y
GUTDSKEY gﬁf

JOSEPH GUTOSKEY P.E. No. 51851

CENTRAL

JINGULAR WODEL-
964500

AERATION }TANK

UNIT

P B [ Mol B W e I TN Y
GALPERTOAY

2000 BAL:
| DOSING: TANK

PROPOSED | GROUND
18" TOPSOI. (AFTER _

PROPOSED GROUND - SET{LEMENT)

. PROPY) _ .
8" TOPSQIL (AFTER o S|P |\ OPYSED G‘ROUND\
_ sermemenT)| | - |
& SAND T ZONE 1

DRIPLINE —

WE 2

et 43
2 pa—

I
i

GUTOSKEY & ASSOCIATES INC. |
~Civil Engineers, Surveyors and Land Planners |

Tel (440} 5436800

Fax (440) 543-7178

17078 MUNN ROAD, SUIE 1
CHAGRIN FALLS. OHIO 44023
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